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CODES AND DIMENSIONS

MAXIMUM EFFICIENCY
Advanced eaves bird comb with twin row of perforated teeth to guarantee 
the maximum passage of air and secure protection against the entrance 
of birds.

VERSATILE
Also available in the version with raised base to increase the support 
thickness of the last row of tiles, aligning it with the slope of the roof.

TWIN ROW EAVES BIRD COMB

MATERIAL
Made of high quality polypropylene, weather-
proof, impact and UV resistant.

STABLE OVER TIME
The polymeric compound ensures good stability 
over time, guaranteeing the protective function 
of the ventilation.

CODE H L H L version material colour RAL

[mm] [m] [in] [ft]

1

BIRDERED70(1) 70 1 2.8 3 without joist PP brick red 2001 100

BIRDEBRO70(1) 70 1 2.8 3 without joist PP brown 8019 100

BIRDERED110(1) 110 1 4.3 3 without joist PP brick red 2001 60

BIRDEBRO110(1) 110 1 4.3 3 without joist PP brown 8019 60

2
BIRDERED7025(1) 90 1 3.5 3 with 25 mm joist PP brick red 2001 35

BIRDERED11025(1) 130 1 5.1 3 with 25 mm joist PP brick red 2001 25

(1)Products available only upon order.

Waste classification (2014/955/EU): 17 02 03.
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VENTILATION AND PROTECTION

DURABILITY
Made of metal sheet, it is resistant and perfectly weatherproof.

FAST INSTALLATION
Pre-bending and shaping during production makes installation immediate, 
without the need for additional supports.

VENTILATION GRID FOR ROOFS MADE OF TILES OF 
VARIOUS SHAPE

SAFETY
They allow under-tile micro-ventilation, protect-
ing the roof from the entry of leaves and animals.

UV STABILITY
The choice of metal material ensures excellent 
UV stability even in harsh climate zones.

CODES AND DIMENSIONS

CODE H h P L H h P L version material colour RAL

[mm] [mm] [mm] [mm] [in] [in] [in] [in]

1 VENTSBRO9015(1) 90 15 195 975 3.5 0.6 7.7 38.4 for ridge tile
perforated 
metal sheet

brown 8017 10

2 VENTSBRO7519(1) 75 19 200 1000 3.0 0.8 7.9 39.4
for Portuguese 

roof tiles
expanded 

metal sheet
brown 8017 10

3 VENTSBRO4520(1) 45 20 300 900 1.8 0.8 11.8 35.4
for concrete 

French roof tiles
perforated 
metal sheet

brown 8017 10

4 VENTSBRO7020(1) 70 20 300 900 2.8 0.8 11.8 35.4
for concrete 

Greek roof tile
perforated 
metal sheet

brown 8017 10

Other versions and dimensions are available on request.
(1)Products available only upon order.

Waste classification (2014/955/EU): 17 04 05.

CODE L H L H version material colour

[mm] [mm] [in] [in]

5 VENTSHOOK (1) 50 20 2.0 0.8 for ridge tile
stainless steel  

strap
steel 100
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TARPAULIN FOR ROOFS

•	 Each size is equipped with a reinforced lifting hook for easier installation
•	 Thanks to metal eyelets, the tarpaulin can be fixed every metre on the 

roof
•	 The large mass per unit area and the type of material guarantee bet-

ter mechanical resistance and durability over time
•	 When fixing the tarpaulin to the roof it is important that all eyelets 

are always anchored so that the wind load is spread over as many 
eyelets as possible

Properties standard values

Mass per unit area ISO 2286-2 600 g/m2

Thickness ISO 2286-3 0,5 mm

Tensile strength  
(transverse and longitudinal)

ISO 1421-1 2200 / 2000 N/50 mm

Tear strength  
(transverse and longitudinal)

ISO 1421-1 280 / 250 N/50 mm

UV colour  
resistance

ISO 105 B02 7/8 (on a scale from 1 to 8)

Eyelet tear strength - 100 kg

MATERIAL
Truck tarpaulin in polyester covered in matt 
lacquered PVC.

CODE sizes weight pcs

[m] [kg]

CAPTOP1012 10 x 12 72,0 1

CAPTOP1214 12 x 14 100,8 1

CAPTOP1416 14 x 16 134,4 1

Other sizes and/or personalised sheets can be supplied on request.

PROTECTION
During construction, it offers temporary pro-
tection against rain and avoids infiltration of 
dust and construction remains into the cracks 
between the panels.

CODES AND DIMENSIONS

TECHNICAL DATA
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TARPAULIN FOR ROOFS

TARPAULIN FOR ROOFS

•	 Good mechanical characteristics resistant to both tension and tearing
•	 Thanks to the metal fastening eyelets positioned every metre, it is 

possible to fix the tarpaulin firmly to the roof

Properties standard values

Mass per unit area ISO 2286-2 300 g/m2

Thickness ISO 2286-3 0.4 mm

Tensile strength  
(transverse and longitudinal)

ISO 1421-1 1200 / 1000 N/50 mm

Tear strength  
(transverse and longitudinal)

ISO 1421-1 130 / 80 N/50 mm

CODE sizes weight pcs

[m] [kg]

CAPPLUS0810 8 x 10 24,0 1

CAPPLUS1012 10 x 12 36,0 1

CAPPLUS1214 12 x 14 50,4 1

CAPPLUS1416 14 x 16 67,2 1

CAPPLUS1618 16 x 18 86,4 1

•	 The black inner fabric gives better resistance to UV rays 
•	 Thanks to the metal fastening eyelets positioned every metre,  

it is possible to fix the tarpaulin firmly to the roof

Properties standard values

Mass per unit area ISO 2286-2 210 g/m2

Thickness ISO 2286-3 0,27 mm

Tensile strength  
(transverse and longitudinal)

ISO 1421-1 980 / 920 N/50 mm

Tear strength  
(transverse and longitudinal)

ISO 1421-1 120 / 75 N/50 mm

CODE sizes weight pcs

[m] [kg]

CAPECO0410 4 x 10 8,4 1

CAPECO0810 8 x 10 16,8 1

TECHNICAL DATA

TECHNICAL DATA

CODES AND DIMENSIONS

CODES AND DIMENSIONS
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UNWINDER FOR NAIL POINT  
SEALING TAPE

TIME SAVING
Thanks to the fast and precise application of the nail sealing tape, appli-
cation costs can be considerably reduced.

WATERPROOF
The correct application of the nail point tape guarantees the membrane 
impermeability in case of perforation by means of fastening.

RECOMMENDED PRODUCT
Optimal with NAIL PLASTER single-sided nail 
point tape.

FIELDS OF USE
For nail point tape from 50 to 80 mm wide  
and timbers from 40 x 40 mm to 80 x 80 mm.

CODE description pcs

LIZARD unwinder 1

CODES AND DIMENSIONS

RELATED PRODUCTS

VIDEO
Scan the QR Code and watch 
the video on our YouTube 
channel

page 134page 134
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SPEEDY BAND UNWINDER  
WITH LONG HANDLE

DISPENSER FOR SELF-ADHESIVE MEMBRANE 
WITHOUT RELEASE LINER

OPTIONAL ITEMS

RELATED PRODUCTS

CODES AND DIMENSIONS

CODES AND DIMENSIONS

CODE B L pcs 

[mm] [m]

SPEEDY60 60 25 10

CODE B L pcs 

[m] [m]

DEFASPEEDY 1,55 50 1

CODE description length pcs 

[cm]

SPEEDYROLL SPEEDY BAND dispenser 120 - 200 1

CODE description pcs 

MEMROLL unwinder for membranes 1
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ELECTRIC AIRLESS SPRAYER

SPEED AND EFFICIENCY
Apply by simply spraying: an extremely fast procedure, even in hard-to-
reach places.

TRANSPARENT SUCTION SYSTEM
Easy to use and clean. For spraying solvent- or water-based paints.

CODE description version pcs 

PUMPSPRAY240 electric airless pump 240 V cable 1

CODES AND DIMENSIONS

TECHNICAL DATA

Properties values USC units

Max. operating pressure 207 bar 3000 Psi

Max. capacity 1,4 lpm 0.38 gpm

Max. nozzle size - 1 gun 0,021" 0.021"

Flexible 3/16" x 7,5 m 3/16" x 25 ft

Operating temperature +4 / +46°C 40°F - 115°F

Weight 14,0 kg 31 lb
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APPLICATION

Before using the machine, read the relative user manual.

1 Set the machine according to the manual. Choose the appropriate nozzle for the corresponding application

2 Mix the product thoroughly, diluting it slightly if necessary with a suitable thinner

3 Apply the product. We recommend performing a spot test before application to check for compatibility

4 Clean the machine well with water

See the product on page 54.

SYNTHETIC SEALING MEMBRANE FOR BRUSH AND SPRAY APPLICATION

CODE content content colour

[kg] [lb]

FLUIDMEM 10 22 grey 1
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HOT AIR GUN

POWERFUL AND ROBUST
Professional hot air gun with robust body for use in construction sites. 
The 1600 W power ensures rapid heating.

ALSO USEFUL FOR OVERHEAD JOBS
The ergonomic two-part handle and optimised centre of gravity ensures 
an ideal grip, even for jobs involving welding longer elements in difficult 
conditions.

ADJUSTABLE
The temperature can be set up to a maximum of 700°C.

CODE description pcs 

1 HOTGUN(*) professional hot air gun 1

2 HOTGUNFN40 flat 40 mm nozzle 1
(*)Nozzle not included.
Scope of supply: hot air gun in plastic case.

CODES AND DIMENSIONS

TECHNICAL DATA

Properties values USC units

Tension 230 V -

Frequency 50/60 Hz -

Performance 1600 W -

Temperature 40-700 °C 104 - 1292 °F

Airflow (20°C) 240 l/min 8.47 cfm

Nozzle connection Ø 31,5 mm 1.25 in

Protection class II -

Weight 1 kg 2.18 lb
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ROLLER FOR TAPES

INFLATABLE AIR CUSHION WITH HAND PUMP 
MADE OF FIBRE-REINFORCED SYNTHETIC 
MATERIAL

CODES AND DIMENSIONS

CODE description size pcs 

[mm]

RLL45 PUR roller 45 1

CODES AND DIMENSIONS

CODE size thickness pcs

[cm] [mm]

WINBAG 15 x 16 2 - 50 4

NYLON-ELASTAN/NITRILE FOAM GLOVES

GLASSES WITH TEMPLES

CODE size pcs

NIT8 8 1

NIT9 9 1

NIT10 10 1

CODES AND DIMENSIONS

CODE description pcs

GLASS1 side protection 1

CODES AND DIMENSIONS
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CODE description pcs 

MARLIN cutter 1

MARBLA spare blades 10

CODE description pcs 

CUTTER cutter with 5 spare blades 1

CUT60 spare trapezoidal blade 10

CUTTER ALLROUND

FOR PROFESSIONAL CUTTING

CODES AND DIMENSIONS

CODES AND DIMENSIONS

•	 Supplied with triple-ground blades
•	 Extremely robust - 100% rust proof - spare blade compartment not 

included

•	 The safety lever allows the blade to be changed quickly and easily
•	 The soft support makes it even easier to apply maximum pressure with 

your thumb
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KNIFE FOR INSULATION MATERIAL

EXPANDING TAPE STAPLE

CODES AND DIMENSIONS

CODES AND DIMENSIONS

CODE blade length weight pcs 

[mm] [g]

LAMA 280 175 1

•	 It can be used on both sides, 2 mm thick stainless steel blade
•	 Ergonomic handle shape for optimal cut of  

insulation materials

CODE opening dimensions pcs 

[mm]

KOMPRICLAMPS 0-30 5

KOMPRICLAMPL 40-95 5
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CODE pcs 

HH735347 1

CODE pcs 

HH735322 1

HAMMER STAPLER

HAMMER STAPLER

CODES AND DIMENSIONS

CODES AND DIMENSIONS

•	 For L type staples measuring 8 - 14 mm
•	 Weight: 1,04 kg

•	 For L type staples measuring 6 - 10 mm
•	 Weight: 0,87 kg
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L

10,6

0,5 1,25

MANUAL STAPLER

CHISEL TIP

CODES AND DIMENSIONS

•	 For L type staples measuring 6 - 14 mm
•	 Weight: 0,6 kg

CODE L coating compatible machine pcs kg pcs/  

 [mm] HH735347 HH735322 RTHH14B

HH10005121 6 zinc plated l l 5000 0,5 6000000

HH10005122 8 zinc plated l l l 5000 0,6 6000000

HH10005123 10 zinc plated l l l 5000 0,7 6000000

HH10005124 12 zinc plated l l 5000 0,7 6000000

HH10005125 14 zinc plated l l 5000 0,8 6000000

CODE pcs 

RTHH14B 1

•	 Wire 0,5 mm

STAPLES L
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CODE description pcs 

FLYSOFT for 600 ml soft cartridges 1

STINGSOFT
spare nozzle for  
soft cartridges

1

CODE description pcs 

FLY for cartridges of 310 ml 1

STING spare nozzle for 310 and 400 ml cartridges 1

SEALANT GUN FOR  
600 ml SOFT CARTRIDGES 

PROFESSIONAL GUN  
FOR 310 ml CARTRIDGES

CODES AND DIMENSIONS

CODES AND DIMENSIONS

•	 High stability gun for standard 310 ml cartridges

•	 For all soft cartridges up to 600 ml, robust body

398  |  FLY SOFT  |  FLY  |  TOOLS

FLY SOFT

FLY



AUTOMATIC LONG TUBE GUN  
FOR FOAMS

DETERGENT FOR CARTRIDGE GUNS

CODES AND DIMENSIONS

CODES AND DIMENSIONS

•	 It allows the internal cleaning of cartridge guns, preventing foam res-
idues from impairing their operation

•	 For all common bayonet lock foam cartridges
•	 With screw for flow regulation

CODE description pcs 

FLYFOAM foam gun 1

CODE content pcs 

[ml]

FLYCLEAN 500 12

Aerosol 1. Eye Irrit. 2. STOT SE 3.
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SPECIAL GUN FOR 400 ml CARTRIDGES

SPECIAL GUN FOR TWO-COMPONENT 
ADHESIVE

CODE description pcs 

MAM400 for cartridges of 400 ml 1

•	 Large, strong gun for 400 ml cartridges  
(e.g. VIN-FIX PRO)

CODE description pcs 

MAMDB for double cartridge 1

•	 Suitable for GRAPHIT FOAM cartridges
•	 Also suitable for XEPOX line cartridges, such as XEPOXF400 and 

XEPOXD400

CODES AND DIMENSIONS

CODES AND DIMENSIONS
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WOODY, get it done faster
WOODY is the ideal timber connector for prefabricated 
Timber Frame structures. Featuring a dovetail shape offering 
unrivalled precision, it perfectly adapts to panels in OSB, 
gypsum fibre and plywood. 

WOODY speeds up production, ensures secure, long-lasting 
connections and eliminates installation errors thanks to its 
perfect symmetry. 

rothoblaas.com

Offering tolerances otherwise unattainable with 
metal plate systems, it is precise, it is universal, it 
is WOODY:



Rotho Blaas Srl does not guarantee the legal or design conformity of the data and calculations 
provided. The tools provided are indicative and intended solely for technical and commercial 
support during sales activities. 

Rotho Blaas Srl reserves the right to modify its product range, characteristics, technical specifi-
cations and other documentation at any time without prior notice. 

The user or the designer are responsible to verify the conformity of the data to the regulations 
in force and to the project. The ultimate responsibility for choosing the product for specific 
applications lies with the user/designer. 

The values resulting from "test" are based on the actual experimental investigations results and 
valid only for the test conditions specified. 

Rotho Blaas Srl does not guarantee and in no case can be held responsible for damages, losses 
and costs or other consequences, for any reason (warranty for defects, warranty for malfunc-
tion, product or legal responsibility, etc.) deriving from the use, inability of use or non-conform-
ing use of the product.

Rotho Blaas Srl is not liable for any printing errors, technical data, drawings, references to 
weights and measurements, and translations in the catalogues. The latest version of the data 
sheets available can be found on the website www.rothoblaas.com.

In the event of discrepancies between the different language versions of the catalogue, the Ital-
ian text shall be considered the official version and take precedence over all other translations. 

Images are for illustrative purposes only and may not fully represent the product’s features. Ac-
cessories shown in pictures or renderings may not be included. Packaged quantities may vary. 

This catalogue is the exclusive property of Rotho Blaas Srl and may not be copied, reproduced 
or published, totally or in part, without prior written consent. All violations will be prosecuted 
according to law. 

The general purchase conditions of Rotho Blaas Srl are available on the website  
www.rothoblaas.com. 

All rights reserved. 

Copyright © 2024 by Rotho Blaas Srl 

All renderings © Rotho Blaas Srl 
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Rothoblaas is the multinational Italian company that has 

made innovative technology its mission, making its way to 

the forefront for timber buildings and construction safety 

in just a few years. Thanks to its comprehensive product 

range and the technically-prepared and widespread sales 

network, the company promotes the transfer of its know-

how to the customers and aims to be a prominent and 

reliable partner for developing and innovating products 

and building methods. All of this contributes to a new 

culture of sustainable construction, focused on increasing 

comfortable living and reducing CO
2
 emissions.
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SOUNDPROOFING
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